CM LODESTAR STANDARD (PROLIFTS]

CM-250B / CM-500F / CM-1000L / CM-2000RR

Capacities: 250 to 2000 Kg

Speed: 4 metres per minute

High reliability and long life

H4 duty rated at 30 minutes/300 starts/hour

Security: Standard overload protection

Anti-Phase system (optional)

TECHNICAL SPECIFICATIONS/

Maximum load Chain falls Voltage Consumption | Weight | Chain weight

Carga maxima | Bajantes cadena | Red AC Consumo Peso Peso cadena
CM-250B 250Kg 1 400-3-50 0,9 A 23Kg 0,9 Kg/m
CM-500F 500 Kg 1 400-3-50 1,1A 26 Kg 0,9 Kg/m
CM-1000L 1000 Kg 1 400-3-50 2,3A 49 Kg 1,3 Kg/m
CM-2000RR 2000 Kg 2 400-3-50 4,0A 54 Kg 2,6 Kg/m
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CM LODESTAR STANDARD (PROLIFTS]

ACCESSORIES /
Chain / Cadena Chain Bags / Bolsas para cadena
CM85973 CM85983 PL-F30M PL-F40M PL-L18M PL-L25M PL-L40M PL-RR36M
CM-250B X = X X -- = - -
CM-500F X -- X X == o - -
CM-1000L -- X -- -- X X X -
CM-2000RR -- X -- -- == -- - X
CHAIN/

CM85973 Zinc plated chain 6.3 x 18.9 mm / m
CMB85983 Zinc plated chain 7.9 x 21.7 mm / =

CHAIN STOPS /

CM24105K Chain stop block kit /

CHAIN BAGS/

PL-F30M Chain Bag for small frame hoist 30m Capacity
PL-F40M Chain Bag for small frame hoist 40m Capacity
PL-L18M Chain Bag for large frame hoist 18m Capacity
PL-L25M Chain Bag for large frame hoist 25m Capacity
PL-L40M Chain Bag for large frame hoist 40m Capacity
PL-RR36M Chain Bag for large frame hoist 36m Capacity
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