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SYSTEM DESCRIPTION:
Double pitch roof structure, 8m width and ém depth. Four TE-30M motorized truss towers for lifting, at a
maximum height of 7m. Based on 40x40cm and 29x29cm standard trusses, with a uniformly distributed
load of 3000kg (only loading on the perimeter).

DESCRIPCION:

Estructuratruss con techado a2 aguas, de 8m de boca de escenario, y ém de profundo.

Elevacién motorizada mediante cuatro torres estructurales TE-30M, altura maxima 7m. Principalmente
construida con trusses estandar de 40x40cm y 29x29cm unidn cénica. Carga maxima repartida 3000kg
(solo cargar en el perimetro).

Component parts |
Componentes:

4 x TE-30M
4 x TRS-40/2,5

4 x TRS-40/1
4 x TRS-40/3

2 x CU-T40/291zq

2 x CU-T40/29Der
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4 x TRS-29/0,66
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8 x TRL-29/2
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8 x TRL-29/IbayV
8 x TTRL-29/PA
4 x ES1/2TMSS

4 x SM-40A

Chain hoist:
4 x DC-D8/F2

1x PLE-30/04

Dimensions | Dimensiones: X: 8m A: 10,90m Optional accessories: | Accesorios opcionales:

Y: 6m B: 8,90m PA soundwings / Guy wires / Chain hoist / Controllers

Z: 7m C: 8,10m Alas laterales para PA / Cables tensores / Motores / Controladores
Max. Load | Carga maxima: 3000kg Uniformly distributed load only on the perimeter | 3000kg carga uniformemente repartida_solo en
Towers | Torres: 4 x TE-30M structural lifting towers | 4 x Torres estructurales TE-30M
Truss structure | Truss: 40x40cm Square truss for the perimeter | Truss cuadrado 40x40cm en el perimetro
Saddle roof | Techado 2 29x29cm Square and ladder truss for the roof | Truss cuadrado 29x29cm, cerchas en paralelo 29cm
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